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The Mustang power seat assemblies are over 20 years old, so it’s understandable why the 
seat slides are often difficult to move. Gummed up seat slides can cause the 
forward/backward motor to seem under powered as well as cause excessive strain on the 
forward/backward gear assemblies. I believe the increased resistance contributes to 
broken gears. 
 
When replacing the forward/backward motor or forward/backward gear assemblies, 
check the slides for proper operation. Follow these steps in order to free up the slides. All 
the steps don’t have to be completed to fix your problem. Perform them in order until you 
get satisfactory movement from the slides. 
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1. To check the slides, you will have to disconnect the lower slide from the gear 
assembly. Remove the T45 Torx head screw. Once the screw is out, the traveling 
block will be loose and could rotate on the screw. When you reassemble, make 
sure it is at the same distance on the screw as the opposite side. You want both 
sides to be in synch. 

 
 
 
 
 
 

Check for dragging 
 
 
 
 
 

2. Check the mounting bracket to make sure it is not bent, which causes it to drag on 
the aluminum frame. If it’s bent, carefully straighten it out. 



 
 
 
 
 
 
 
 
 
 
 
 

3. You should be able to move the disconnected slides with one hand grasping the 
frame and the other holding the slide. If you cannot move the slide this way, it is 
probably too tight. 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
              
 
                        
 

4. If the slide it difficult to move, spray WD40 in the rail as shown. Work the slide 
back and forth which will loosen up dirt and debris in the aluminum channel. You 
will see a black film in the channel after moving the slide. Wipe it out the best 
you can, and repeat the procedure numerous times. Most of the time, I can get the 
slide cleaned out enough to improve the movement. 

 
 
 
 
 



 
 
 
 
 
 
 
 
 
 
 

5. If the slide is still hard to move, you can trim the ridges on the black nylon slides 
with a razor. On the top and sides of each slide is a ridge about 1/16 tall and wide. 
Sometimes the ridge is all ready worn off, but if not, trim it off to decrease slider 
drag. Try to determine what side is dragging by looking for wear marks and 
carefully trim it off as shown. 

 
 

6. The last step can be difficult and could result in breaking the nylon slides. Do so 
at your own risk.  The slides can be removed from the aluminum channels. If 
you want to proceed, do the following steps. 

 
 

a. Grind down the sharp edges on both                  
rotating assemblies for the side you                                                          
plan on removing.  This helps the                                                         
bracket slide over it. Important: The                                                          
seat must be in the fully upright position.    Grind 

 
 
 
 
 
 
 
 
 
 
 
 
 
 

b. You will drive the slide out, hitting the large end of the slide. Do not hit 
the front brackets. They are smaller and very weak. Only hit on the larger 
back mounting bracket.  Move the slide until it contacts the rotating 
assembly you dressed up in step “a” . 
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c. Use a pry bar to lift up the black bracket and drive the slide over the 
rotating lever. Make sure you pry in the location shown. If you pry in 
another place, you could bend the aluminum. Be patient and drive the slide 
out, over the rotating lever. 
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d. Once the slide is removed, clean the aluminum channel and black nylon 
slides. Finish removing any remaining ridges that you trimmed up in step 
5. Take note on what end of the slide goes towards the front of the seat 
assembly. Putting them in backwards will result in a seat angled the wrong 
way in the car. 

 
 

Direction of driving slide 
 
 
 
 
 
 
 
 

e. The slide is installed into the aluminum channel from the opposite end you 
removed it. Installing this way ensures you are driving it in by hitting the 
strong end of the slide.  Make sure the sharp edges on the rotating lever 
are dressed up and the seat frame is in the fully up position. Remember, 
you are driving the slide in by striking the big bracket. Once the slide is up 
against the rotating lever, use the pry bar again to lift the black bracket up 
as you drive the slide in with a rubber mallet. Call me with any questions: 
912 667 4198. 


